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Application: Primary (Campus), Secondary (Riser), Tertiary (Horizontal) 
 IEEE 802.3: 10Base-T; 100Base-T; 1000Base-T; 
 IEEE 802.5 16 MB; ISDN; TPDDI; ATM  
 
Standards: ISO/IEC 11801 2nd ed. EN 50173-1; 
  EIA/TIA 568B.2 
 
Fire rating:  
LSZH IEC 60332-1; IEC 60754-2; IEC 61034;  
 
Construction 

Number of 
pairs 

Sheath 
material 

Conductor 
dimension 

(mm) 

Insulation 
diameter 

(mm) 

Screen 
diameter 

(mm) 

Cable 
diameter 

(mm) 

Weight 
 

(kg/km) 
25 LSOH 0.5 KG 1.0 PE 10.6 12.6 162 
50 LSOH 0.5 KG 1.0 PE 13.5 15.9 294 

100 LSOH 0.5 KG 1.0 PE 19.5 22.5 575 

 
Technical Data 
 
Product code 

 
Delivery length 

 
Brand name 

R311322 T300m R&M freenet Cat.3 U/UTP LSOH 25x2/0.5  

R311319 T300 m R&M freenet Cat.3 U/UTP LSOH 50x2/0.5  

R311320 T300 m R&M freenet Cat.3 U/UTP LSOH 100x2/0.5  

R311321 T300 m R&M freenet Cat.3 F/UTP LSOH 25x2/0.5  

R311323 T300 m R&M freenet Cat.3 F/UTP LSOH 50x2/0.5  

R311324 T300 m R&M freenet Cat.3 F/UTP LSOH 100x2/0.5  

Usuario
Resaltado

Usuario
Resaltado

Usuario
Resaltado
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Mechanical Properties 
Bending radius  ≥ 35 mm without load 

≥ 50 mm with load  
Temperature range  during operation 
 during installation 

-20°C…+ 60°C 
0°C…+ 50°C 

 
 
Electrical Properties (at 20°C ±  5°C) 
DC loop resistance ≤ 18.6 Ω/100m 

Resistance unbalance ≤ 2 % 

Insulation resistance (500 V) ≥ 5000 MΩ.km 

Capacitance  45 pF/m max. 
Capacitance unbalance (pair to ground) ≤ 1600 pF/km max.  
Mean characteristic impedance  (100 ± 15) Ω 

Nominal velocity of propagation approx. 70% 

Test voltage (DC, 1 min) Core/Core 1000 V 

 
 
Typical transmission characteristics (at 20 °C) 

Frequency Attenuation,   max. (dB/100m) NEXT 
   (dB) 

ACR 
(dB) 

0.772 MHz 2.2 43 40 
1.0 MHz 2.6 41 38 
4.0 MHz 5.6 32 26 
8.0 MHz 8.5 28 19 

10.0 MHz 9.8 26 16 
16.0 MHz 13.1 23 10 

 


